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XPJ102N09N8R-G 
 
 

N-channel MOSFET 100V, 9.4mΩ, 59A 
 
 

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                                                 

■製品名 

PRODUCT NAME PACKAGE ORDER UNIT 

XPJ102N09N8R-G DFN5060-8L 6,000pcs/2reel 

 

■絶対最大定格                   (Tc=25℃ unless otherwise specified) 
 

(*1) The maximum drain current calculated by maximum junction temperature and thermal impedance. 

    It can be varied by application and environment. 

(*2) Pulse width < 300μs, Duty cycle < 2% 

(*3) EAS is calculated based on the condition of L=1.0mH, IAS=14A, VDD=50V, VGS=10V. 100% test at L=0.1mH, IAS=28A in production. 

  

VDSS 100V 

RDS(ON) (MAX.) 9.4mΩ@VGS=10V 

ID 59A 

Qg (TYP.) 19nC 

PARAMETER   SYMBOL RATINGS UNITS 

Drain-Source Voltage VDSS 100 V 

Gate-Source Voltage VGSS ±20 V 

Drain Current (DC) (*1) 
TC=25℃ 

ID 
59.2 A 

TC=100℃ 37.4 A 

Drain Current (Pulse) (*2) TC=25℃ IDM 236 A 

Single Pulse Avalanche Current (*3) IAS 28 A 

Single Pulse Avalanche Energy (*3) EAS 98 mJ 

Power Dissipation 
TC=25℃ 

Pd 
62.5 W 

TC=100℃      25 W 

Junction Temperature   Tj 150 ℃ 

Storage Temperature   Tstg -55 ~ 150 ℃ 

■特長 
・High switching speed 

・Low reverse transfer capacitance 

・EU RoHS 指令対応 

■内部接続図 ■ 外形図 
●DFN5060-8L 

 

JTR11082-002 

 

■用途 
●DCモーター 

●汎用インバータ 

●DCスイッチング電源 
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■熱抵抗 

PARAMETER SYMBOL MIN. TYP. MAX. UNITS 

Thermal Resistance 
Junction-to-Case (Bottom) RthJC - 1.3 2.0 ℃/W 

Junction-to-Ambient (*4) RthJA - 37.4 50 ℃/W 

(*4) RthJA is the sum of the junction-to-case and case-to-ambient thermal resistance where the case thermal reference is defined as the solder 

mounting surface of the drain pins. Mounted on a 1 inch2 with 2oz.square pad of copper. 

 

 

■電気的特性 
Tj=25℃ 

PARAMETER SYMBOL TEST CONDITION MIN. TYP. MAX. UNITS 

Static Characteristics 

Drain-Source Breakdown Voltage BVDSS VGS=0V, ID=250μA 100 - - 
V 

Gate Threshold Voltage VGS(th) VDS=VGS, ID=115μA 1.8 2.8 3.8 

Drain-Source On-State Resistance (*2) RDS(on) 
VGS=10V, ID=30A - 8.4 9.4 

mΩ 
VGS=6V, ID=15A - 11.0 14.3 

Zero Gate Voltage Drain Current IDSS VDS=100V, VGS=0V - - 1 μA 

Gate-Source Leakage Current IGSS VGS=±20V, VDS=0V - - ±100 nA 

Transfer Characteristics (*2) gfs VDS=10V, ID=30A - 45 - S 

Dynamic Characteristics (*6) 

Total Gate Charge Qg 

VDS=50V, ID=30A, VGS=10V 

- 19 25 

nC Gate-Source Charge Qgs - 7.6 - 

Gate-Drain Charge Qgd - 3.0 - 

Gate Plateau Voltage Vplateau - 5.4 - V 

Input Capacitance Ciss 

VDS=50V, VGS=0V, f=250kHz 

- 1370 1780 

pF Output Capacitance Coss - 460 600 

Reverse Transfer Capacitance Crss - 10 - 

Output Charge Qoss VDS=50V, VGS=0V - 34 44 nC 

Turn-On Delay Time td(on) 

VDD=50V, ID=30A, VGS=10V, 

RG=3.0Ω (*5) 

- 6.2 - 

ns 
Rise Time tr - 3.3 - 

Turn-Off Delay Time td(off) - 10.4 - 

Fall Time tf - 3.3 - 

Gate Resistance Rg f=1.0MHz - 1.1 2.2 Ω 

Source-Drain Diode 

Diode Forward Voltage VSD IS=30A, VGS=0V - 0.9 1.2 V 

Reverse Recovery Charge Qrr IF=30A, VDD=50V - 45 - nC 

Reverse Recovery Time trr di/dt=100A/μs - 41 - ns 

(*2) Pulse width < 300μs, Duty cycle < 2% 

(*5) Essentially independent of operating temperature typical characteristics. 

(*6) Guaranteed by design, not subject to production testing. 
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■特性例 
(1) Drain-Source Current vs. Drain-Source Voltage                      (2) Drain-Source Current vs. Gate-Source Voltage         
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(3) Drain-Source On-State Resistance vs. Drain-Source Current         (4) Normalized Drain-Source On-State Resistance 

 

 

 

 

 

 

 

 

 

 

 

 

 

           

 

 

 

 

(5) Drain-Source On-State Resistance vs. Gate-Source Voltage          (6) Source - Drain Diode Characteristics 
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■特性例 
(7) Gate-Charge Characteristics                                  (8) Normalized Drain-Source Breakdown Voltage 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(9) Normalized Gate Threshold Voltage                                (10) Capacitance vs. Drain-Source Voltage 
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■特性例 
(11) Maximum Safe Operating Area   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

(12) Normalized Transient Thermal Resistance 
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■パッケージインフォメーション 
最新のパッケージ情報については www.torex.co.jp/technical-support/packages/ をご覧ください。 

  

PACKAGE OUTLINE / LAND PATTERN THERMAL CHARACTERISTICS 

DFN5060-8L DFN5060-8L PKG - 

  

http://www.torex.co.jp/technical-support/packages/
https://www.torex.co.jp/file/DFN5060-8L/DFN5060-8L-pkg-j.pdf
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■マーキング 

 

 

  

　マーク①②③④⑤⑥⑦⑧⑨⑩

製品番号を表す。

　マーク⑪⑫⑬⑭⑮

製造ロットを表す。

①②

マーク

PJ

③④⑤⑥⑦⑧⑨⑩ 094N10NS
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1. 本データシートに記載された内容（製品仕様、特性、データ等）は、改善のために予告なしに変更するこ

とがあります。製品のご使用にあたっては、その最新情報を当社または当社代理店へお問い合わせ下

さい。 

 

2. 本データシートに記載された内容は、製品の代表的動作及び特性を説明するものでありそれらの使用

に関連して発生した第三者の知的財産権の侵害などに関し当社は一切その責任を負いません。 

又その使用に際して当社及び第三者の知的財産権の実施許諾を行うものではありません。 

 

3. 本データシートに記載された製品或いは内容の情報を海外へ持ち出される際には、「外国為替及び外

国貿易法」その他適用がある輸出関連法令を遵守し、必要な手続きを行って下さい。 

 

4. 本製品は、1）原子力制御機器、2）航空宇宙機器、3）医療機器、4）車両・その他輸送機器、5）各種安

全装置及び燃焼制御装置等々のように、その機器が生命、身体、財産等へ重大な損害を及ぼす可能

性があるような非常に高い信頼性を要求される用途に使用されることを意図しておりません。 

これらの用途への使用は当社の事前の書面による承諾なしに使用しないで下さい。 

 

5. 当社は製品の品質及び信頼性の向上に努めておりますが、半導体製品はある確率で故障が発生しま

す。 故障のために生じる人身事故、財産への損害を防ぐためにも設計上のフェールセーフ、冗長設計

及び延焼対策にご留意をお願いします。 

 

6. 本データシートに記載された製品には耐放射線設計はなされておりません。 

 

7. 保証値を超えた使用、誤った使用、不適切な使用等に起因する損害については、当社では責任を負い

かねますので、ご了承下さい。 

 

8. 本データシートに記載された内容を当社の事前の書面による承諾なしに転載、複製することは、固くお

断りします。 

 

 

 

トレックス・セミコンダクター株式会社 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


